
GMA 1000
(12-8)

GMA 740
(12-8)

GMA 1/8-740 1 2100 2085 8-4 89 2,83 1,41 2,28 1,14 1000 245 1,1 65 1010

GMA 1/12-740 1 2250 2385 12-8 119 4,24 2,83 3,42 2,28 1000 245 1,5 65 1080

GMA 1/8-1000 1 2100 2085 8-4 89 6,98 3,49 - - 1000 245 1,5 65 1100

GMA 1/12-1000 1 2250 2385 12-8 119 10,47 6,98 - - 1000 245 1,5 65 1400

GMA 2/8-740 2 2100 2085 8-4 89 5,65 2,83 4,56 2,28 1000 245 1,5 65 1450

GMA 2/12-740 2 2250 2385 12-8 119 8,48 5,65 6,84 4,56 1000 245 2,2 65 1750
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G TİP-W TYPE N TİP-N TYPE

GMA 740
SERİSİ

GMA 1000
SERİSİ

GMA 1000
SERIESGMC

Serisi

GMC
Series

PROFİL ŞASELİ
640 x 640 KASALI ELEK

INCLUDING CHASSIS
WITH 640 x 640 SIEVES

GMAD 740
SERİSİ

GMAD 740
SERIES

GMAD 740
(12-8)

GMA 740
SERIES

33 3534


